
Wichtiger 
Montagehinweis 

Automatikgetriebefilter mit Ölwanne
8020015 und 8020016
Verspannt montierte Ölwannen führen zu Öl-Undichtigkeiten und Rissen in der
Ölwanne selbst. Beachten Sie die Anschraubreihenfolge bei der Montage!

Anschraubreihenfolge: Ölwanne am Getriebe ansetzten und alle Schrauben
von Hand eindrehen. Den korrekten Sitz der Ölwanne prüfen. Schrauben
beginnend bei Position 1 über Kreuz von innen nach außen verschrauben.
Drehmoment 10 NM. Die Vorgaben des KFZ-Herstellers sind zu beachten.
Undichtigkeiten bzw. Risse durch verspannt montierte Ölwannen werden nicht
als Garantiefall anerkannt.



Important 
installation notice 

Automatic transmission filter with 
oil pan 8020015 and 8020016
Uptight mounted oil pans cause oil leaks and cracks in the oil pan itself. 
Note the tightening sequence during installation!

Tightening sequence: Keep oil pan on the gearbox and screw all screws in by
hand. Check correct fitment of the oil pan. Start fasten screws at position 1
crosswise from inside to outside. Torque 10 NM. The car manufacturer‘s
instructions must be observed.
Leaks or cracks through uptight mounted oil pans are not recognized as a
guarantee case.


